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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANu ~ ........ 

Condition D. i .1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor fD: 

Instrument Calibration Gases: 
I 

Background Instrument Reading:Oc 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/l 0/09 

Unit Status 

Running I Down 

R~l 
Down 

R~l
 Down 

Running I Down 

c./ 

R:/ 
I Down 

R~ 
I Down 

Running /Down 

~ 

Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 

Time 

.-

-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAIL, ~>-"·-

Conditk•n 0.1. i 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 ·- Tanks 52,53,54 

Tanks 02 throuQh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet 
Exhaust 

Visual 

Insp. 

--------

Carbon 

Replacement 

YIN Date Time 

-
,--

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

-

~-- --
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAIL 'f Al'<u ~-· . 

Condition 0 .1.1 0 Carbon Adsorber/Canister Monitoring 

CdndiHon D. i. i 7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A TDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: -r;) CJ,r~!P+ O''l 

Date of lnso~tiz:
 

::z ).._ 1/ 
fJ l Time: 

~() () fJ f1tl 

Shift: (First or~} 
) 

S? (' "-M 

Monitor 10: 
M {'/\ 1- Ktz L c2 DOD 

Instrument Calibration Gase,s: -l / 
T.s o b l v '( fl -<. . lor:fPtl 

Background lnstrumentReading: o.o 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Piaced in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~ ... 

YIN Date Time 

Vapor Recovery System: eJ Down rl H- -
-

CARBON OR FLARE* ~ 

-

SDS Shredder ~ 
Down (0~ 

fl rJ - -

..--;::-... 

ATDU/OWS ~ 
Down 

11 ~ 0 it rJ -
- -

~
 

Area 8-- Tanks 52,53,54 ~ 
Down 

~ w 
(Tanks 02 through 04) 

?o c1 i D I 0 fJ-
- --

"\ 

Distillation Unit ~ 
Down 

13 ~ 7 0 ff rJ -
101 

-
~ 

Tank 51 ~ 
Down ~7'6Y )_7~ () 

f+ rJ - - ' 

Tank 55 ~ 
Down 

I~ 7 fv 
4 rJ 

I 

I G ~ 

.-- -

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOk U;.m •• n _ 

Condition D. i .1 0 Carbon Adsorber/Canister Monitoring 

Condition D.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Shift: (First or Second) 
F- \. 

Monitor ID: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet 
Exhaust 

~ 
Ru~ 

Ru~ 

Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

---------



D. 1. CARBON ADSORPTION MONITORING LOG fut( '""'···-. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndi~io
n 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: -r 

()o ~ Y\ 

Date of Inspection: 

~VI.- I 

7l"' 
Shift: (First or ~d)

 

Monitor 10: 
r(V71 ~ i L .2Ga 

Instrument Calibration Gases: 
TSG 

Background Instrument Reading: 

location of Carbon Unit Status Inlet 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Date Time 

Vapor Recovery System: 
Down --

-

CARBON OR FLARE* 

-

SDS Shredder 

--

ATDU/OWS 

- -

Area 8 ·-Tanks 52,53,54 

Tanks 02 throu h 04 

- -

Distillation Unit 

- -

Tank 51 

- -

Tank 55 

Down 

-- -

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR lJA.h-, ..... 

Condition D. I .1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: 

Instrument Calibration S? .. is 
I Q\1>1 ~ 
I 'U v 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Down 

Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOK u'"'''- .. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

CdndiNon 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ---r;_j C.o l~i!-)D '/) 

Date of lnii7t/~ f 
I ttime: ,5: ~of} itV) 

Shift: (First or~)
 

S e:_c.-to'i.-) 

Monitor ID: rvf,·vt (. kc::. t )0(\0 

Instrument Calibration Gases:_ h f. / 
J- S c '~A.... \J. t:. vt c iool'fv,l 

Background Instrument Reading: 
I 

o.o 

Location of Carbon Unit Status Inlet 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~
 

YIN Date Time 

Vapor Recovery System: .e7 Down - - R rV -

CARBON OR FLARE* ~~ 

-

SDS Shredder 
~unn:1 

Down 
G, o I 

fl rJ -
~)
 

-

ATDU/OWS ~ 
Down ~~~ 

A tJ 
·--· 

"' 

Area 8-- Tanks 52,53,54 I~ 
Down 0~ 

ft tJ 

(Tanks 02 through 04) 

ll 0 
-· __.. 

_.... 

Distillation Unit ~ 
Down )79 7 It J 

::J-17 0 
- -

/"""' 

Tank 51 ~ 
Down 4&~ { 41! 0 fl JJ - -

' 

,-.., 

Tank 55 
~~ 

Down ;-~ 7 ~ d 
rJ 

I 

-· -

Revised 2110/09 



0. 1. CARBON ADSORPTION MONITORING LOG FOK uRI ... , .... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1. 17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: 

Background Instrument Readirtg: 
'l) 0' 
te:r"" J 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuqh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2110109 

Down 

Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOc.; t-ur.. ....... 

Condition D.l.l 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Shift: (First or 

Monitor ID: 

Instrument Calibration Gases: 
·-~--s~ J,. 0 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Unit Status 

Vapor Recovery System: j Running . l Down 

Lr" 
Running Down 

' 

ATDU/OWS 
J Runnina Down 

Area 8 -- Tanks 52,53,54 

Tanks 02 through 041 I Run-ning 

Distillation Unit ~/ 

Tank 51 
I Runnin~ 

~// 

Tank 55 
!Run~

 

Revised 2/10/09 

Inlet 
Exhaust 

Visual 

Insp. 

Carbon 

Replacement 
Spent Carbon P;aced in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY Al'Jl ... "" 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST1E:M INSPECTION 

Inspector: fct/ (~~wi/j c 

Date of ln(tection: 

7/5: tl 

1/ I Time: /7 ()a 

Shift: ~t
 or Second) 

I$ -f 

Monitor ID: 
,f!Vl!V\ I d(c,_ e_ oLo o (J 

Instrument Calibra
tio~ Gase

s:~/ /.. 

i-~ohM.. 
q JLV\.•·\',_,/ 

16() Pfllv'l 

Background Instrument Reading: 
{)' 0 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

/ 

Y/N Date Time 

Vapor Rec~~
Jstem:

 
Runninr Down 

.If 

t// / 

.rv' 

CARBON . OR FLAR 

--·· 

SDS Shreddw:/ 
Run/sf 

Down J ,J C) /J ri, 

'~' i 

. 

I ; 

ATDU I OWS 
RunniJilg Down lt 1! C) (j /t rJ 

~~ 

Area 8 ·-Tanks 52,53,54 RunnjJ{g Down :f\ (f)/ ], ~ 
fJ- IJ 

/ 

(Tanks 02 through 04) 
V/ 

-

Distillatkm Unit 
Ru~ng 

Down 
~L~~~ _ 0 )r~ lt r/ 

,. 

/ 

Tank 51 

Runyng / Down J Ll z;- .. J-.. /Q /) rJ -::::] 
!/ /' 

"-

Tank 55 
Ru~g 

Down / ·-/ g g { ~~ 0 it r) 

Revised 2/10109 
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D. 1. CARBON ADSORPTION MONITORING LOG rvn. ...,r .. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION ----

Inspector: ~-bJ~
~'¢ 

Date of lnspectionj l 
. 1- Is II 

I Time: 
52-'I"Y'I 

Shift: (First or Second) 
~~GOY\\:

) 

Monitor ID: t-1\; 1\i ~ (l.A-£ . }.DO 

Instrument Calibration Gases: I'Jo BlAT'/ J,.J::::-)"--t: loa Ci: 
l'VI 

Background Instrument Reading: 

I 

DO 

Location of Carbon Unit Status Inlet 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Ru7g 
Down A 

-

CARBON OR F~E* 

SDS Shredder 
Running 07 0 

A N 

ATDU/OWS 
Ru7g Down 10 

¢ I\ N 

Area 8-- Tanks 52,53,54 Ru7g Down 
J 

N 

(Tanks 02 through 04) 

Distillation Unit 
Ru7g Down /pL/-30 0!ol I 01 A:- \.{ 'I ft, ~11\-Jv'\ 

~ 

Tank 51 
Ru~g 

Down 

--~- I 
Jl5 

N 
-

'Tank 55 
Ru7g Down 

I 
¢ It ~ 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANu ~..>£'-'"' _. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndi-::ion 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector,;_,. /J/ L, ,v;/JJ . 
/ -<:: .t)• 

;:; 

Date o_!, l?~pictJ
on: 

I I Time: /16(:1 

l L (o I 

Shift: (eryt or Second) 

! s r-
Monitor ID: j1

1 
_ rK 

1 Y'V' 
ct.e (;Qc) c-

instrument Calibra!!Qr G~se:j
 / 

.L ~ob ~ v ~ n -€.d-

Background Instrument Readidg: 
0 '-0 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. 
Replacement Roll Off Box No. for 

Offsite Combustion 

' 

YIN Date Time 

Vapor Recov
~~~ste

m: Ruz;:, Down 
;t 

-- --
l~/ 

CARBON . OR fLARlif 

.-

SDS Shreddei"--'" 
Run~ 

Down D I+ n/ ---
< "71 
~) I 

-

ATDU/OWS 
Ru7g Down 

,') Cj 'iJ (, 
14 

~ 

I 

.a 6 
h) 

I ' 

I I 

Area 8 ·-Tanks 52,53,54 Ru7g Down 
)l I 

/f {) 

~--
-~-

{Tanks 02 through 04) 

y C(/ 0 

,' 

/ ~1 z 

-

Distillation Unit 
Run,rjt1g Down 

,.r· 

'l f () It n) 

----

v 
.j )(, ) I I 

Tank 51 

Running Down ); L/ G,G CD if r'J 

t/ / 

--

Tank 55 

RunC,!Jig Down lz/10 (leO I () rr r\J 1 

v 

Revised 2/10109 
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D. 1. CARBON ADSORPTION MONITORING LOG FOK UJ-\tl.. • ... _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D .1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector; 

Monitor ID: 
'"'' K""e_., 2oo 

Instrument Calibration Gases: -
Background Instrument Reading: 

Location of Carbon Unit Status 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: 
Down 

CARBON OR FLARE* 
----

- -

SDS Shredder 

- -

ATDU/OWS 

-- -

AreaS --Tanks 52,53,54 

Tanks 02 throu h 04 

- -

Distillation Unit 

- -

Tank 51 

- - ' 

Tank 55 

0 
- -

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY J-\1"1.. "' 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 9-
' ~\\_y4 

Date o~sprction
:" 

-:::t- :::t II 

I Time: 
@_ \ 1-·. 00 

Shift: ~r S
econ~ c::&: 

LA · 

M'""n:)u 

Monitor ID: 

CA}-

~/\._\tv~ ~·
OJ_ ~"'0 

Instrument Calibration Gases:{ ~ l :;h , ~4~ 
[CD u o Qi).Q lL...._-; :( 

Background Instrument Reading: 11:!0 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~ 

YIN Date Time 

Vapor Recovery System: ~unning'! 
Down 

-----/ 
v~ 

CARBON OR FLARE* 

·- - A - - -

...-...,. 

SDS Shredder 
Running F'Down' I o =t~ 

ef r..J 

~~
 

Pr - ~·
 -· 

,.--

ATDU/OWS 
Running !(Down'\ 

~~· 0 
A-

i'"---/ 
--= 

·- ~
 

--=-

AreaS --Tanks 52,53,54 ~g 
Down 

(oDj3 SC1 
A-

(Tanks 02 through 04} 

0 
·- --

~· 

Distillation Unit 
~~~~ 

Down 
~)\ 2 ){ 

g I+ 
Lt \ 

.~
 

~
 

Tank 51 
e~~ 

Down 
~-=t-CI>f 

2. •=t-~ 0 
,J 

~ 

A 
·
~
 

' 

Tank 55 
~~~ 

Down 
ft 

t 

~
 

~-
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY 1"\r~~ 

Cot>dition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

3<-<..c""' 

Monitor 10: e.-

Instrument Calibration Gases: 
:lsc 

Background Instrument Reading: 

Location of Carbon Unit Status 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Date Time --- -
--

ATDU /OWS 

- -
- -
- -

Tank 51 

- - -

Tank 55 

- -

Revised 2110/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAtL l 1"\h.., '-· 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1. 17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
S;tcw~-t 

Date o~rection
: 

·::l( II 

/Time: \1, \)u 

Shift:~or
 Second)~.

 _ ~ 
LAA: . 

Monitor 10: \fhQ_.· ,}JzJnn 
')'\\.ili\i -

Instrument Calibration Gases: A 
l {)~ 0 (~ \\ i !)/) \ 

' ~~- \';)Nl,. 

Background Instrument Ref\dlng: 

(Lv 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

-~ 

YIN Date Time 

Vapor Reco~;t
em: 

Runni~
1 Down 

CARBON OR ARE*) ~
 

A 1\1 -
-

.- .~ 

.-

SDS Shredde
r~ ( Running Down 0 

~· 
\0/~ 

A 
~ - --

~-"· 

ATDU/OWS ( Running Down 
:!:Pt~ 0 

rJ 
·-

~/ 

l.f 
-

~ 

·-

Area 8 - - Tanks 52,53,54 ( Running, Down 
ct~y 

0 
-

I 

tDu 
A 

-

(Tanks 02 through 04) 
/ 

: 

Distillation Unit \~' 
Down 

3fi~ ~z_~ ~ 0 
-

A 
- -== 

Tank 51 
Running .. Down 

,~90' 
{) A 

~/
 

?J ({1 1-
N - ~ 

-

,_.-- ~--

'-· 

Tank 55 
Running/ Down l\06- 'l 

N 

/ 

(~ 
- -· 

// 

- ·' .....
.....

.. -----
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D. 1. CARBON ADSORPTION MONITORINl:J '-'"''"' 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation v1 11., 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: (First or ~d)
 

Monitor ID: 

instrument Calibration Gases: 

Location of Carbon I Unit Status I Inlet 

Control Device 

Vapor Recovery System: I Running I Down 

CARBON OR ~E* 

SDS Shredder 
Running Down 

v 

ATDU/OWS 
Running Down 

v 

AreaS --Tanks 52,53,54 Running l Down 

Tanks 02 throu h 04 
v· 

Distillation Unit 
Running 

1--
Down 

Tank 51 

l Running I Down 

1/ 

Tank 55 

! Run~ 
I Down 

Revised 2/l 0/09 

Exhaust 
Visual 

Insp. 

Carbon 

Replacement 

Y/N 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING Lv>.:~ • -

Condition 0.1.10 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: S ~ 0 
¢ 

.• 921W 

Date of Inspection: J J-1. 
'1- OJ II 

/Time: 
5{JIY\ 

Shift: (First o~eco
@) -

I 

h~Z..0T 

Monitor ID: 1\J\ o ,., l'2A.-S 
IN'I 

;4000 

Instrument Calibration Gases:\ . 
\t \ ODt>DI 

"7o13vii'!L8Y\· 
r1 

Background Instrument Reading: 

I 

o.o 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

I CARBON OR F~E* 
/ 

p,. N 

I SDS Shredder 
Ru:;ng Down 10 

9) 
A N 

• ATDU/OWS 
Ru:;og Down 

(o 3 0 A N 

AreaS --Tanks 52,53,54 Ru:;g Down 
I lA. 0 A N 

(Tanks 02 through 04) 

-

Distillation Unit 
RuJg Down 

0~oo01 lt;OLf 0 A N 

Tank 51 
RuJg Down 013 i\0 

A- N 
-

Tank 55 
RuJg Down (.[) ¢ N 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING Lul:l n ...... 

Condition D. 1 . 1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Instrument Calibration Gases:~_,......,<
""'t'' rt. 1

1"tJ 

_1-... 1 ~~~"'~ r. 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR LA * 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/I0/09 

Unit Status 

I Running I Down 

Ru~ 
I Down 

I Running I Down 

v 
Ru~ 

I Down 

Run~ 
Down 

1 Running I Down 

v 
I Rup !Down 

Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 
Spent Carbon P!aced in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR Df\IL, , .... 

Condition D. 1.10 Carbon Adsorber/Canister Monitoring 

Condition D .1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: A\ \~ 

\~ \lkYI ~ {0 ~l no, Y\ cl·Q. "L 

Date of lnspecti:9n\ 

~~n::.\ 
/Time: fi CL~Y\ 

Shift:(JE!~.
f:Pr Second) 

Monitor 10: 
tv~\'{\;, Qc::.Q, LC!)O 

Instrument Calibration Gases: .. ___. 

\ ~..,¥iJTY L
 EJtt; ICC!JP,PIY\ 

Background Instrument Reading: O.c 

Location of Carbon Unit Status Inlet 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

--....., 

~ .. 
N -

CARBON OR FLARE* 

SDS Shredder 
Running Down 

t 1\L> 1 (\ A 1\J 
-

·--·· _...--·-"' 
___.--·-

ATDU I OWS 
Running Down ' 

A_ Af 
·7-:-L56 tJ~ IC:· 

~~
 
~
 ~ 

Area 8 - -Tanks 52,53,54 Running Down 1'7tz z.s A N 
\) 

~-
-
-~
 
-~-

~-~
-~-

~--
~ 

(Tanks 02 through 04} 

Distillation Unit 
Running Down '32S'1 l, "=-) C\ /\' N 

~=
~"
--
~=
 

·-

~
 -

Tank 51 
~ 

Down 
.3~n I ('"; //,~-~ ~ 

/\( 
·
~
 ~
 -----

-~-~-
-~--

\v 

Tank 55 

Running Down 

\ 
L -l / ~ ·k 

I~ 
\ I 

.. ---=------=- ~-~
~--

Revised 2/l 0/09 



D. 1. CARBON ADSORPTION MONITORING LOG t-un...,'"'' 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
- -·---

Inspector: <f2 )<' 
IC, \ (]\Lor--to 

Date of l'{pe~tio
n: 

7 ... 11/ll 
/Time: ~-.,·o Cc) A 

•._) p 

Shift; (First or Seco~d)
 

s r::> c () (1 " 
"--

l..._' \-.., 

Monitor ID: , I') 
2'co 

1111 kcre o 

Instrument Calibration Gases: ry, 
I So I$U 

1CEt _ toof(t\ 

Background Instrument Reading: O, O 

location of Carbon Unit Status Inlet 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Runni~.s
-~ Down A 

/ 

·-
~ 

~=~
~~-

·--
---

---
-==

 

,;' 

,,.,.__,___ 

CARBON OR FLARE* 
\.,_.-/ 

SDS Shredder 
R~ng 

Down 
f ·-1 0 /-\ t\J ~

 -
~~ 

ATDU/OWS 
Runl)ing Down 

1 ;'3D' CJ 2, 2) A 
_/ 

f'-.J ..........- --

Area 8 --Tanks 52,53,54 Runl)ing Down S~[ 0 A 

_/ 12'151 

(\_J -

{Tanks 02 through 04} 

-- ~ 

Distillation Unit 
R~g 

Down 

33 \ 'i, () t, 7 r: (\.) . 1--
-

Tank 51 

Running Down 

17'=i 2- 2, 1 I 
~~'} A-

/ 

tJ - -
(.._/' 

' 

Tank 55 
Ru7 Down C) /716 (~ r0 

lj002_···· 

- _....-"' --
--- ---

---
---

--~
 
c.._____ 

Revised 2/10/09 



• • D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY • 
Condition 0.1.1 0 Adsorber/Canister Monitoring 

Cdndi{:ion 0.1.17 Keeping Requirements (c) 

PCJ shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: 

Monitor ID: 

Location of Carbon 
Control Device 

CARBON OR \fLARE;) 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 
Tanks 02 throuah 04 
Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 



• • • D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Cortdition 0.1. Adsorber/Canister Monitoring 

Condition 0.1. Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
- --- - --

Inspector: 0) cJ< 
Kt '- fACOtv'LO 

Date of lns?cJ~on:) 
. I ::2.- l { j Time: 5 ~ 0 Ol A~" 

Shift: (First or Second) 1) 

- Sec:.a(\c 
Monitor ID: ('-\ l\ 

IV\ I Rcre 9ooc· 
Instrument Calibration Gases: tooff

1 lSO &U T'tLD\JE I >t\ 

Background Instrument Reading: Q l Q 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down A ~ - (\) - - -
CARBON OR FLARE* 

I 

SDS Shredder Running Down 

C12- 0 A N 
-~ 

---- -

ATDU I OWS R~ Down 

l <152_ 2~_S /~ () N .,-- -- ' 

Area 8 --Tanks 52,53,54 Running Down 1,7 0 A 
(Tanks 02 through 04) ~ 1~50 N ·- ·- -

Distillation Unit Ru~ Down lS( 5s- !159 172 A ~~ 7;{. 900' ~&2-i% -,.,."' 
Tank 51 Running Down 

l2<6! q () 2~ -~ A ~ 0 -- -
Tank 55 R7ng Down 

l1~ !S- 0:: \ 
I , -N -----

---~---
-------

----·--
--··-- ----

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG Fu~ IJI""\1 

Condition D .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shalt document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A TDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

inspector: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Down 

Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

:': 
---------'-< 



D. 1. CARBON ADSORPTION MONITORit.
.~.:J ~....'"'. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. 1. 17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~ 
!~ 

Date of lnspectiott: 

i/ / / !Time: .. 
f 

,, 

Shift: (First or Second) 
.,-.--., , . .-• l'-j' 

Monitor 10: .. 

Instrument Calibration Gases: 

Background Instrument Reading?"-

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running . 
~·/'f 

I Down 

-·«'"// 

Runnil)g · Down, 

/// 

l Running Down 

. ··""'/,./ 

Runn~99 
Down 

. -~/~ 
Down 

'" 

1 Runni99 
// 

I Run9ing 

~-"'""" 

Down 

Inlet 

i/ 

Exhaust 

./ 

~ 

Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

i 

/ 

/ 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LVI,... • 

Condition D .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI snail document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: 

Monitor ID: 

Instrument Cai~Q,r~t,ip
,n G 

\UD 1o 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



I 

D. 1. CARBON ADSORPTION MONITORING LOG run.__ 

Condition D .1. 1 0 Carbon Adsorber/Canister Monitoring 

Ccindttion D. 1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Disti!lation Unn, 

and the tanks are in operations. PC! shalf replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: (First or Second) 
A 

Monitor ID: 

Background Instrument Readin
g~:~ 

\,~,#;/ . 

Location of Carbon 
Unit Status Inlet 

Exhaust 
Visual 

Carbon 
Spent Carbon Placed in 

Control Device 

Insp. 
Replacement Roll Off Box No. for 

Offsite Combustion 

Vapor Recovery System: Runnlng Down 

CARBON OR FLARE* 

SDS Shredder 
Running Down 

,/'" 

ATDU I OWS 
Running Down 

\_r/~,4'"'""''" 

Area 8 --Tanks 52,53,54 Runnin_g Down 

Tanks 02 throu h 04 
.,// 

·---

Distillation Unit 
Runni9.€J Down 

~[ 

Tank 51 

Runni11g 
/ 

Down 

'c'"/ 

Tank 55 

Running Down 

/ 
/ 

Revised 2/10/09 

-~-,
___ 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAR 1 c ......... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condlt·ion D. i .17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST18:M INSPECTION 

Inspector: j f: r) (_lc~/,d'/<t 

Date of lnspe;,t
~ry: 1 

/~l l /' I If 
(/ I Time: / 7c () 

Shift:e)t or Sefnd) 

1::; r .5 

Monitor ID: (!If ,·vc. ,l £ ~-~ 
Instrument Calibration Ga7es: 

J~c he.._+,; /'1' '"- L 
/on tl'~~ 

Background Instrument Reading: (}' 6 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

I Vapor Recovery System: R~7g 
Down 

()-
·--

--· 
/!) -

CARBON . OR FLARE* 
/ 

SDS Shredder 
Run;g Down 'ij -~,) 

0 7J ,rj 

l / 

ATDU I OWS 
Ru7 

Down 1<"~ 
~ cY i' 9 ff Af 

I 

X 
c ' 

Area 8 --Tanks 52,53,54 Runn~ 
Down 1'12c/ 

I~ r) 
. I 

(Tanks Q2 throu<:Jh 04) 
1/ / 

L.--
'iL_L 

-

Distillatkm Unit 
Ru~ 

Down 
) ({, ~ 

Otq ~f4 h) 
C7 

Tank 51 
Ru~ 

Down .dJ~(I 
7! ;) 

/ 

/ i ':z_, 
I 

Tank 55 
Ru,n7 

Down s /6 °/ 
C) lt t(\J 

! 

I 

Revised 2/10/09 

;. 

---~-~ 



0. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANv ~~·, 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: /~ ., .'--' ·v( fAL~v c~ 

Date of Inspection: 
I Time: 7 

/ __ / 

7 I J I 

) c r> · / / ·~· · 7 I . ( 

I f ! r 

Shift: (First or Secon<;i) 

2'-":. -~· c ·~-"' -, .::r 

Monitor ID: 
t.' 1. (f i tc..,c· ·e e.:::_·_; 

Instrument Calibration Gases: [ -. L: . -~·";· 
C2 "·. C •. ;::::: tJ C ::::,;~, 

Background instrument Reading;-;/ 
<.j . \'--'./ 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

/ 

///-\ 

CARBON OR FLARE* 
>o,w~

 

"'"//~ 

'=="'" 

SDS Shredder 
Runnin_g. Down 

i'.? 2 
-~\:: 

., 

-
v 

-

ATDU I OWS 
Running Down 

l (I 0 ) Li c~· 
j-~\ 

--=-·~ 

·z, ~l 

- !~ 

Area 8 ti- Tanks 52,53,54 Running Down (~) 
.'~\ 

(Tanks 02 through 04) 

( 
c,., 

-

) 

-· 

Distillation Unit 
Running Down 

f ,/:1c 

/,/ 

·•"':." .i ~-1 
t c:~ 

j'IJ . .......-
-=-

'~.
~~·

'~,
~~ 

~ i. 

I Tank 51 

Runn~fl9 
Down 

1 :! i I c T}. cr ~-

/ 

(\J 
-

,./"j 

-
...... 

Tank 55 

Runni}1g Down 

/"/ 
') ·c;._~' () 

- -· 

L 

--
--
--
--
--
--
--
~-
--
--
--
--
--
~-
--
--
--
--
--

Revised 2110109 

~--

___ ._.. 



I 
I 

i 

I 

D. i. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition D .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION /SYSTJG:M INSPECTION 

Inspector: ~ ' ~ J c Q vV';f'f Q'l/~ 

Date of~~pecti?1~/ ;/ 
v I Time: 

-,()z) 

Shift:t~ or Secon~ 

r:rr S I 

Monitor ID: ll/, . 
IV) I 12 PL e_ d- oo CJ 

Instrument Calibrati9n Gii!se,= 

T-;-,oht·\..+v 1 ~n ~ I C, 0 5"7 f:Y r"/7 

Background Instrument R ading: 
C3 , [) 

Location of Carbon Unit Status inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

vapor Recovz~~te
m: Run~ 

Down /) 

CARBON OR LARE;/ 
-- - l\) -

SDS Shredde~ 
Ru/~/ 

Down 
/ & { CJ ()_ tJ_ 

,"1 j 

ATDU /OWS 
Runn)ng Down 

l ~ 6 fJ: tJ 
'1/ 

,_, ) /'I I 

Area 8 - - Tanks 52,53,54 Run,r Down 
;; -

(Tanks 02 through 04} 
/ ~ / I {)' (~ , 0 rJ 

/, / 

-

, Distillation Unit Ru~;C 
Down 

:rl c~1 ~~ /,,~ 0 fJ n/ 
/ } 

o-, 

Tank 51 
Ru/,~ 

Down 6 Q D /tf n/ ~ .'~ 0,,~~ , I 
,1, / 

: -

Tank 55 
Run0ng Down 

. LJ ,' c} ), \ 1 0 ri/ /j~ 

v 
I 

. 

Revised 2/10!09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor 10: 

Instrument Calibration Gases: 
:£5'0 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR ~ 
SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

Running 

v 
Running 

v 
Runz::; 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG Fuj"{ ._,,...,,_ ... 

Condition 0 .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet Exhaust Visual 

Insp. 

Carbon 

Replacement 

Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



i 

D. 1. CARBON ADSORPTION MONITORIN\..:1 ... v 

Condition D .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~ ) L f 
I ~o (.>!/"'""'<~ 

o 

Date ~ ~.sp,cti
on: 

! n II .. ·~~" 
"/Time: 

5· VI 

Shift: (First or~) 5 
{...C...o"' J 

Monitor ID: vv?~, "' ' K c,__ L 2 0 0(7 

Instrument Calibration Gases; / 

:J:'S>o hlvTi ·~v10 
/ 0 () f'.fl i"/) 

Background Instrument Reading: (5.0 

Location of Carbon Unit Status Inlet 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~~ 

YIN Date Time 

Vapor Recovery System: ~ 
Down 

CARBON OR~ 

If /\/ 

-

-
- -

~ 

SDS Shredder--- ~ 
Down 0 ff 

-

~--~~ 

'1\) - -

~ 

ATDU I OWS ~ 
Down 

I] (-P 
A - rJ 

-

~ 

' 

-

Area 8 --Tanks 52,53,54 ~ 
Down ,.~ (" 4 J 

(Tanks 02 through 04) 

~11 
0 

- -

~ 

Distillation Unit ~ 
Down ~<::e/ 4.s-~ i 0 f1 tJ - -

...r--., 

! Tank 51 
~ 

Down () 4 !\) 
"'i ""1 ·;;;. to "' 7 

- -

,......._,. 
<"'' I ~ (J 0L 

• Tank 55 ~ 
Down 

4 r) 

f /5 
- -

I 

Revised 2/10/09 



0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition D. i. i 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per sh.ift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJB::M INSPECTION 

Inspector: 
J\' I C •• I' ! (\~·! 

Date of lnspecti?n: 

: /17/il 

I Time: ., 

·····) 
( J '1. 

Shift: (Firs~to
r SecQnd) 

I· I I ·~:..; 

Monitor lD: /•l 
IIi t: .. c .~C'(·' · 

Instrument Calibration Gases: 

I s:.c~ r; ~· i JLF ·.~ c:. ;.:.',. (:. 

Background Instrument Reading: 
.~.. i ... 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

..... 

SDS Shredder 
Running Down 

l ::~~ ~'!:> 
(' 

'\ 

'·-~// 

I~ 

ATDU I OWS 
Runnin~ 

Down 

II " 

.. ~) 

",#--

·' 

"''" 
"" ' 

v 

Area 8 --Tanks 52,53,54 Running Down 

(Tanks 02 through 04) 
'''"''""'"""'~''< 

I 
) I i 

(" 

-

Distillation Unit 
Running Down 1 

I C , ''? 
/\ .. r 

'~ ..... /./ 
',('') '· '. 

Tank 51 
Runni~g 

Down / :) I 
{ 

,/· 

I 

-",,v' 

I 

\,,,,/"' 

.. 

-

Tank 55 
Runnil)g Down l 

'""")0 

~-,.,._~/" 

• 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITOk-.t\IG LOG FOR DAILY AND QUAK 1 cru .. , 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cond.''rm 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



:; 
' 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QliAh, ..... --

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndit·ion D. i. i 7 Record Keeping Requirements (c) 

PCI shall document compliahce by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: C1(' rcJ~ (?t\LOI'/1 

Date of lnsp!tctior 
Time: 

7 /fs I! 
s .~. l~ l__;; .~ ·1\, 

Shift: (First or Second) ") 

S<;:~C::.c:,, c 

Monitor 10: f\ \ .. · {.~. 
{ (\ t c; c 2Cc·c 

Instrument Calibration Gases: 
I .::: C L ( 1 '/[/ ;, .. ; 

rti·fr l ' 

Background Instrument Reading:·"i 
r ·J 
\_~// { 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

. 

J\_' ~~"
= 

• CARBON OR FLARE* 

SDS Shredder 
Runnin~ 

Down ·r; c .··~·~ (\..' 

...... // 

ATDU/OWS 
Running Down 

c~~ 
//\ 

~/ l??i.> .? 
f\_ I 

j 

Area 8 ~-Tanks 
52,53,54 Runnin_g Down 

Is, ·~, ~, () 
.L\ I .~ 

(Tanks 02 through 04) 
/ 

71 
r 

-~-'0 

·~ 

-

Distillation Unit 
Running Down 

I I 1 1 7 
/··\:-

/ 

q ; c ~~ 

'\,_.,/ 

I ~J 

~
 

Tank 51 

Running Down 

_,~-\ 

,__,,/""""' 
_,/. ! ,;:f. J 

() '\"' 
·~-~ 

-, 

Tank 55 
R~~og 

Down (1 /\ f\J 

r7 R :~, 
(' } 

- -
I I 

.... 

Revised 2/10/09 



• • Q. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY • 
Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
C~ndition 0.1.17 Record Keeping Requirements (c) 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: t}?l c..,, f~lc 
Date of fspecron: 

7 lq I\ 
I Time: 5~()() 

Shift: (Fir~~~Jd) 

Monitor 10: M .. e 
If\' q_e__ 2o~ 

Instrument Calibration Gases: 
I 'SOBU f'\.( L I£N~ tooffr'\. 

Background Instrument Reading: C) C) 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 
Y/N Date Time 

Vapor Recovery flystem: Running Down A - ,-------- I\.) - -
CARBON OR FLARE* 

SDS Shredder Ru~ Down 

177 C) A 1\J - -

ATDU I OWS Running Down 

11315" l OJ Q.3 A ('.) 
~ - - ..--

Area 8 --Tanks 52,53,54 Ru7 
Down 

1'7q2 L<6 ~ t0 - -
(Tanks 02 through 04) 
Distillation Unit R~ Down 

2Y 3 2._ L7 A- N - - -
Tank 51 R~g Down 

13o ,z_ 0 0 A Y\J - -
Tank 55 Ru7 

Down 

\2-3 7 5, ( 0 r ~ - -
Revised 2/10/09 



:· 

0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST1E:M INSPECTION 

Inspector: 
-;--e_ j C 1

o-.-./' j o'>/1 

Date of Jnspection: (/1 Time: 70()'
0 

) I .~/0 ! I) 

. ! .: 7 I I. I 

Shift: ~t or Secon~) 
.c, .~ c, ·-/ 

Monitor 10~/f. (( 
': !)4, 1 0..,_ e.._. .JOD(j 

Instrument Calibr9tion 
1
Gasps: oofPr1 

f", I ;r I 
~ 

c n A / t/ 1 t n 

Background lnstrument!Reading: 
6.0 

location of Carbon Unit Status Inlet 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recov.~~
-~~tem: Ru~;~fo 

Down P~ /,-, {l/ 

CARBON . OR {FLARE~ 
/ 

L/ 

SDS Shredd
e~ 

Runny "Down 
ILl .. L C) 

(f AJ 
' / 

ATDU I OVVS Run~/ 
Down (pl') l 4 0 7J TJ 

' I 

Area 8-- Tanks 52,53,54 Runni~ 
Down :s v~ r :J,? H TJ 

(Tanks 02 through 04) t,l / 

r 

-

Distillation Unit 
Ru~7g 

Down )&t'!l/ ; :. / 0 H iJ 
! 

v 

Tank 51 
Ru7g 

Down s ~) -s (!; (5' 4 rJ 
-

/ 

Tank 55 
Ruzrg 

Down 
] ;~( t(i <, f () fJ r) 

Revised 2/10/09 



0. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAR 1 t:kL 1 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector; ~:.2 1 C ) "- {~/:_\LC'' I 

Date of ln7e.c~~~n/ 1-~··· i t 
I Time: S ~) ( C -\ \ 

Shift: (First or Second) 

Se·cc''' ( 

Monitor iD: (t'"' , .., 
\ '"' \ 

r~ ~~ < ':]<)<':' 

Instrument Calibration Gases: 
1 
~C~: >"'] , ' 

·~~.
 -<>-

Background Instrument Reading~r-"
'1 

' , ___ -",/ -~/ 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down /-~ 
·~p~

---

~
 

l·~) 

~ 

CARBON OR FLARE* 

-~ 

SDS Shredder 
Running Down .2 

/::j 

1-?_-./// 

/ 
-:-==-

I ._,) 

ATDU /OWS 
Running_ Down c: ("' / r 

i 

1. _,/.~ 

,, 

r ~./ 

~ 
i '~ "" 

' ~~· 

I 

' 

Area 8 --Tanks 52,53,54 Running Down f( '? c: /L 

(Tanks 02 through 04) 
]7

17 I 

(' 
~~
-.
 

,J 
-

Running Down 

Distillation Unit 
2~':) 117 (-.':, ?. 6"' /---

/ 
... -

I I~//-

'~// 

-- -

Tank 51 
Running Down I () 

/__:_ !('J 

. .,./~ 
J ~':_~ ,:5 ~z 

- •' 

Tank 55 
Running Down I It 

I·~' 

'._../' 

~
 -- ~-

· 

Revised 2110109 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAt<. I 1..1'"a... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Disti!!ation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Shift: 

Monitor ID: 

Instrument Calibration Gases: 
B 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Unit Status 

Vapor Recovery System: 

~ 

CARBON 0 

SDS Shredder 

ATDU/OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i. i7 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~ J C, ), 
~. • 

C" -./;{J . C vrj 

Date of~~~ecji7
: 

/ 
j Time: SC50/1 /) 

/{7-l/; 

Shift: (First or ~9l}~) . J 
)LCC'""'-(;,_ 

Monitor ID: 
tt·/{, ,.! 1 {("'- L ,)-oo () 

Instrument Calibrat
io~as~s: 

-.1- So ) ~~.. 
\j ;''( p {' I() (j ff:F' r< 

Background Instrument Reading! (J ~ O 

Location of Carbon Unit Status Inlet 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

i Vapor Reco~~s
tem: 

Runnin!;J' Down If 
-

II( 

·-·~··
 

A/ -
-· 

CARBON OR FLAR 
i/ 

SDS Shredde
~ 

Runnin,€1 Down (") 
If l\/ 

-

L/ 

-

ATDU/OWS 
Runnil}{j Down 

l)- / c7 ( g !+ ~I 

~/ 

0 

Area 8 ~ - Tanks 52,53,54 Run,n/g Down 
-2, / .,./ (~, ()i 7 /) ~) ~ 

(Tanks 02 throuqh 04) 1/ 

-

Distillation Unit 
Runnyig Down 

} '/ I / 
t+ A} -

C', I 
v i i• ! lo ), 

Tank5i 
Runr;0g Down :7 ! .:) , cf cJ !4- rJ 

(· / 

'< 

Tank 55 
Ru~9 

Down 
f. () 

. 

l 

- ----------

-----

Revised 2/l 0/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

0.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: 

Instrument Calibration '-'"''"'"''"' 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR ~ 
SDS Shredder 

ATDU/OWS 

Area 8 - - Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

v 
Ru~ 

Run~ 
Down 

RunV Down 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

------- ~-
-~
-~
-

~-

--

Inspector: 7 /, 

~.J c·~.~-(1 
,, . 

Date of lns.~~&~t2};
 

f I Time: '"-~((5o 4 

Shift: (First or ~nd) 
>. e_ C D '/'/) C 

Monitor 10: (ifJ 1 I~ I ozfov - c}_ 0 

Instrument Ca!lbra_!!,Qn Gps~J.: 
/ 

r-1- ::') "' 1:] rc... .. • , ce. )fl. '(_.-

';) )fj l 

Background Instrument Reading: Q. C) 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recov/X ~ystem: Ru7 
Down /t 

-~-
--- rJ 

CARBON OR~LlRe} 
:: / 

SDSSh
redd~

 Ru./g 
Down 

il~ 
6 l~ ,A/ 

7. / 

-

ATDU /OWS 
Ru~~g 

Down )~;c/ 
'> . 

;r N 
~ ~ c~ 
,) ' 

<: 

Area 8 ·-Tanks 52,53,54 Ru~ig 
Down 

) t tv <J cL r {) A tJ 

(Tanks 02 through 04) 

r--
-

Distillation Unit Ru~r 
Down 

J. 1l./ "7 c' c, [) f) t\J 

Tank 51 
Rum~ g. Down 

,) 
itt 0 fl ~j 

/; I 
0 

Tank 55 
Ru1ng Down I 7 / c( 51 I I Q ff ~J 

i 

~ 

Revised 2/10/09 



~ I' 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAIL) 1-\h .... '-

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: (~or
 Second) 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

CARBON OR ~g::J 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

v--
I Run~~ Down 

I Running I Down 

v 
Running I Down 

v 
Running Down 

v 
I Run~ I Down 

I Run~IDo
wn 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



,''.-! 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST11J',l\1 INSPECTION 

Inspector:..-.:---

Monitor ID: 

Location of Carbon Unit Status Inlet 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Date Time 

Vapor Recove~
~stem: 

Down 

' 
/ ' 

~-
-

-----
CARBON OR LAR 

-

SDS Shredder 

Down 

~ -

ATDU/OWS 

,._____ -

Area 8 ~ - Tanks 52,53,54 

- -

{Tanks 02 throu h 04 

Distillation Unit 

-- -

Tank 51 

- -----
-

Tank 55 

~
 

Revised 2/1 0!09 

.. 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAK 1 t:~~.... 

Condition D. i. i 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder. the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: LIJ
1
J: 

Monitor ID: , 1 ,~ lrlj f!-IJr{ d oo 0 
I 

instrument Calibration Gases: 

Location of Carbon Unit Status I Inlet I Exhaust 

Control Device 

Vapor Recovery System: Running I Down I 

CARBON OR * 
·-

A 

SDS Shredder Ru~ 
I Down 

ATDU/OWS !Ruv I Down 

Area 8 ~·-Tanks 5
2,53,54 Ru~ 

I Down 

Tanks 02 throu h 04 

Distillation Unit 
Running v Down 

Tank 51 
IRunV Down j 

Tank 55 
!Run~ 

Down l 

Revised 2/1 0!09 

Visual 
Insp. 

Carbon 

Replacement 

YIN 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndit'ion 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJI!:M INSPECTION 

Inspector: feJ ( o~/-/cc /l 

Date 2,f IJ!~srecti~n
: 

/tJ.{/1/-
/ Time:U '~~· 0 .::J !/ ;'/r! 

Shift: (First or ~d) 
. 
1
/ 

s- r C) •(J k,, 

Monitor ID: ./,oz@"'t ,;L0<3t~'J 

Instrument Calibration ~es:1 z
J /. 

I 3o 1vt. t/ ~~ iH/' ( 
i()(,p p 

i 

Background Instrument Reading: Q , (J 

Location of Carbon Unit Status Inlet Exhaust Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recov~r~
~stem: 

Runninfj. Down 

CARBON OR ~LAR;l 
v/. 

--~
 ff- lJ -- -

~
 

/ 

SDS Shredder
~ Ru:?~ 

Down I J 

(1- (1/ 
""'-

~
 --- -~

 

ATDU I OWS 
Runnityg Down 

/~'1{;1 
, Cj (+ (d 

'/' 

-· - -" 

j 

Area 8 ·-Tanks 52,53,54 Rutr 
Down ·<~ i :;rj 

') It li} 
--~

 

i {Tanks 02 through 04) 

2 - ;l 
- ---

Distillation Unit 
Runnip-g Down ~?:,~( ) ~~? 8 4 Ii 

/ / 

,- -- -

·\1 / 

Tank 51 
Run_J.fig Down / -~ / c} l ,J, 0 /} w ---

l 

~-
~
 

Tank 55 
Runni/tg Down 

.i 

~-,~' 6 4 ~~ 
.~ i 

}/ 
/ ~:; , L 

-- -

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTE:KL, 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condit-ion 0.1.17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC/ shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM :n)'l'SPECTION 

Inspector: r;~/ 
C' / 

r-
,/?'!- ?') 

'J ~-/;'·
 .· I 

'~~ 

Date 2,f lp-.,spe(o/?n: 

/tJ,r{ b 
j Time:!/ 

/f 
'·~ {)CJ 

Shift: (First or ~d) 
. (/ 

5~r d <V•"'·· 

Monitor 10: c/1/J , . ~.. C2 1$. ( )_()(!;()) 

instrument Calibration ~es: , 
)- 7 

1 ;'}o.h '"·-~ i/ '~ t~'"' z:. 
lex.) rP )'\/, 

Background Instrument Reading: O ,, (j 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovfr
~'stem: 

Runnin§l
~ Down 

v/. 

IF IV ·-
~-

CARBON OR fLAR 

-

SDS Shredder...__.... 
Runnil)9 Down ) ,I 

II- ~/ 

,; 
~--

- - -~
 

ATDU/OVVS 
Runnil)'9 Down I 8 I c! CJ, cl 0 f)-· (ll 

'// 

~- -

Area 8 --Tanks 52,53,54 Runn~YJ'9
 Down i 74

1 
~l c il 

It 1;} 

(Tanks 02 through 04) 
l/ 

- --

Distillation Unit 
Runni!i9 Down 

~/ ,~) (;; 6 4 (.j 

,,/ // 
)-~/ c_: \ 

,- -· ---

i Tank 51 

Ru!J119 Down 
/ ,~! I e;l ~ ,J, 0 lJ ~J 1- -

! 

-

~· 
) ,· 

Tank 55 

Runn~n
g Down 

) ~ ~, 6 It rJ 

i 

1 / 

i L 

- --
j 

i/ 

•\ 
'-._) / 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FUK. ur. ....... 

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: \'Z. 
Date of Inspection: 

7-

Shift: ( r or Second) 

Monitor 10: /11 

Instrument Calibration Gases; 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN 

Vapor Recovery System: Running Down 

CARBON OR * 

SDS Shredd 

I ATDU/OWS 

! 

Area 8 ---Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 
Running 

v 

Tank 51 
Run~

 

--------

Tank 55 
Runv-

Down 

-------
-- ---------- ------------

Revised 2/10109 



D. 1. CARSON ADSORPTION MONITORING LOG FOR DAILY ANu ~ .... " 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shalt document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIOi'f SYST1G:M INSPECTION 

Inspector: 
fet) L"~"./1 G v·l 

Date of lns~ec
ti9n: 

4 ("'/ 
' 

J . .r-' /)/':,.. 

V I Time: ,(()() lt·· 

Shift: (First or ~pd)
 

7eccV\rO/ 

Monitor 10: iV'.(~c_~ 
)_()[)() 

Instrument Calibration Gases:~
-f / 

-r':>c/JV' \1 it,!'~ 
/oo f fJ yr~~ 

Background Instrument Reading: 
() t {) 

location of Carbon 
Unit Status Inlet 

Exhaust 
Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. 
Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recove
~y,:fy

stem: 
Runyng Down 

ff-

~ ·~ / 
---

lli - -

CARBON __ OR LAREJ 

-

SDS Shredder 
R/ng 

Down ~ 0 
/t }j 
~

 

1 

- -

ATDU /OWS 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY rw .... 

ConcHtion D. i. i 0 Carbon Adsorber/Canister Monitoring 

Condition D.i.i7 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Monitor ID: {V} 
If.) I ~iG 

Instrument Calibration Gases:T SO 

Background Instrument Reading: 
~~ 

Location of Carbon Unit status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. 
Replacement Roll Off Box No. for 

Offsite Combustion 

Y!N Date Time 
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0. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AI'Ju ~'"'- .. 

Condition D .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of Inspection: 
C.. --l I 

Monitor 10: fJ 
Jfl; 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY Am .. _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shalf document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
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Control Device 

Insp. 
Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery SJ:stem: Runni
~g 

Down 
{/ 

I 

J 

/ 

.. 

CARBON OR . FLARii 

</ 

-

f 

. / 

SDS Shredde'
f-.~~/ 

Runn(yfg Down 
/~,·· 

/{;2. j 

\/? 
.. ~ i_} 

-._~/. 

ATDU I OWS 

Runni14g Down 
; 

// l'jl 

/ 

) 

'~./ 

. • .! 
/"'.. 

........ 

Area 8 ti- Tanks 52,53,54 Runni
n~ 

Down 

... -~/ A1 f/ 

{Tanks 02 through 04) 
,;l// 

_2_~ 

) 

-

Distillation Unit 
Runnin,@ Down } 

;i~ ;~/ 
j • .,-~~ ... 

~//,/ 

' 
r-') 

..... 

• l 

l 

~ 

Tank 51 

Runni9g Down ) '4 i 

Fr 

I 

I 

... ~~.
 

() 
:/ 

i 

/ i 

Tank 55 

RunniQ-9 Down 
C.~) 

l~- "~.r/ 

ci 

-

'/' 

_, 

-

Revised 2i1 0109 

-----------.__,_,. 



! : 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAR 1 t:h .... • 

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

CdndiUon 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
/tl <} /{
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D. i. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAR I t:r.~.... 

Condition D.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AN!J ~ .... ,-.... 

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condi-::ion 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST1E:M INSPECTION 

Inspector: 

Shift: (First or Secol)ld) 
'""'""""~"'f"''" 

Monitor 10: 

Background Instrument Reading: 
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D. i. CARBON ADSORPTION MONITORING LOG FOK uh.,,_ _ 

Condition D. i. i 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1. i 7 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the DlstHlation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST18M INSPECTION 

Inspector: 

Monitor ID: 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY A1'Ju --

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
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Shift: {First or se'col)ld) 
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0. 1. CARBON ADSORPTION MONITORING LOG FOR DAIL1. "" 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCJ shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: .I 

Monitor !D: {), t 

Background Instrument Reading: 

Location of Carbon Unit Status 

Exhaust 
Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUART!::KL • 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST1B.:M INSPECTION 

Inspector: 
/ {':' (J ~~'C v,,.:' \ 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condit·ion 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

,;M, 

Shift: ~ or Second) 

Monitor ID: 

Instrument Calibration Gases: 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: Running I Down 
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